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TEACHING WORK
Graduate Study Courses
- Fluid Mechanics
- Hydraulics
- Engineering Hydrology
- River Engineering
- Hydropower Engineering
- Stratified Flows
Postgraduate Study Courses
- Advanced Engineering Hydrology
- Sediment Transport
- Reservoir Design
- Time Series Analysis
- Selected Chapters of Hydropower Engineering
Teaching Notes
“Notes on Engineering Hydrology II”, Department of Civil Engineering, Democritus University of Thrace, Xanthi, Greece, 1993.

“Notes on River Engineering”, Department of Civil Engineering, Democritus University of Thrace, Xanthi, Greece, 1996.
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Diploma Thesis, Postdiploma Thesis, Doctoral Thesis
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Hrissanthou V., 1998: "Comparison between two mathematical models for the computation of sediment yield from a basin", International Symposium on Modelling Soil Erosion, Sediment Transport and Closely Related Hydrological Processes, Vienna, IAHS Publication no. 249, pp. 137 – 142.
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Hrissanthou V., 2002: "Comparative application of two erosion models to a basin", Hydrological Sciences-Journal-des Sciences Hydrologiques, 47 (2), April, pp. 279 - 292. 
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Hrissanthou V., 2006: “Comparative application of two mathematical models to predict sedimentation in Yermasoyia Reservoir, Cyprus”, Hydrological Processes, Vol. 20, Issue 18, pp. 3939-3952.
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Hrissanthou V. and Galani M., 2007: “Computation of reservoir sedimentation as a consequence of soil erosion”, IUGG (International Union of Geodesy and Geophysics) XXIV General Assembly, IAHS (International Association of Hydrological Sciences) Workshop HW3007: “The impact of environmental change on sediment sources and sediment delivery”, Perugia, Italy (poster presentation).

Hrissanthou V. and Andredaki M., 2007: “Estimate of sedimentation in Kalavasos Reservoir, Cyprus”, 10th International Symposium on River Sedimentation, Moscow, Russia, Vol. VI, pp. 79-85.
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Hrissanthou V., 1985: "Feststofflieferung eines Einzugsgebietes im Hinblick auf die Stauraumverlandung", 1. Wissenschaftliche Tagung "Hydrologie und Wasserwirtschaft", DVWK (Deutscher Verband für Wasserwirtschaft und Kulturbau), Karlsruhe, S. B. 3-1 – B. 3-7.
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Hrissanthou V., 1989: "Festofflieferungsmodell eines Einzugsgebietes", Wasserwirtschaft, 79, 4, S. 186 – 192.
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Hrissanthou V., 2001: "Vergleichende Berechnung der Bodenerosion und des Feststofftransportes in einem Einzugsgebiet", Wasserwirtschaft 91 (2001) 4, S. 212 - 217.
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1
11

